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HORIZONTAL SYSTEM

Latchways ManSafe is a horizontal cable based fall
protection system that complies with the recommendations
of BS EN 795: ‘Protection Against Falls From A Height –
Anchorage Devices – Requirements And Testing’ Class C.

The versatility of Latchways ManSafe allows the system to
follow the contours of the roof accommodating variable
bends and slopes of up to 15°whilst providing continuous
protection throughout its length.(For slopes greater than 
15° Latchways ClimbLatch® can be used.) 

Manufactured from marine grade 316 stainless steel, the
system consists of 8 mm 7 x 7 stainless steel cable, an in-line
energy absorber, intermediate cable brackets /D rings, end
anchors and a system tensioner.The energy absorber, an
‘H Xtenda’ or ‘Super 12’, limits the loads imparted to the
fixings of the end anchors in the event of a fall.

The ManSafe components must be fixed to a substrate
capable of sustaining the high loads generated in a fall i.e.
load bearing mass brickwork, concrete or steel structural
members. Due consideration must be given to the selection
of the correct anchor type appropriate to the available base
material, in accordance with BS 7883:2005.

The range of ManSafe travelling devices, the Transfastener™,
further increase design versatility by permitting the designer
the opportunity to choose pre-determined entry/exit 
points or, for more skilled users, entry/exit anywhere 
along the system’s length.

Correct and efficient use of the system will require a user 
to wear site specific Personal Protective Equipment
(PPE) and to be competently trained.

System design is critical and must take into consideration
competency of use, intensity of access, and fall clearance.
For further information please refer to the HCL ‘Specifiers
Guide To Fall Protection’ or contact HCL on 0800 212 867.

MAINTENANCE
To satisfy the requirements of the Provision and Use Work
Equipment Regulations (PUWER) 1998 it is essential that a
ManSafe system is inspected and maintained a minimum of
once every 12 months by HCL or an HCL approved agent.
This essential maintenance not only ensures that a user
remains fully protected as intended but it ultimately 
prolongs the life of the system.

ManSafe and ClimbLatch are registered trademarks of Latchways plc.
Transfastener is a trademark of Latchways plc.
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